Notice No.6 


Rules and Regulations for the 
Classification of Ships, July 2019 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior 
Notices. Any corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: June 2020 


IACS/IMO 
Amendments to Effective date implementation 
(if applicable) 
Part 1, Chapter 2, Sections 2 & 5 1 July 2020 NA 
Part 1, Chapter 3, Sections 2, 5 & 25 1 July 2020 NA 


[X Lloyd's 


Register 


= Section 2 


Part 1, Chapter 2 
Classification Regulations 


Character of classification and class notations 


2.1 Definitions 


(Part only shown) 


Table 2.2.2 Special features notations 


Special features notation 


Description 


See also 


For Liquefaction and 
Storage of (Methane, 
etc.) in Independent 
Gas Tanks (Type B, 
etc.), Maximum Vapour 
Pressure ( ) bar, 
Minimum Temperature 
Minus () °C 


Assigned where ships of Category 1B or 2 which have process 
plants installed solely for the purposes of the physical 
liquefaction of impure feedstock gases at low temperature and 
the storage of the purified liquefied gases (where the chemical 
treatment of the impurities is an incidental process) 


Pt 7, Ch 2, 2.2 Additional 
notations 


LTMOOR 


Long-term Terminal Mooring System 


Pt 7, Ch 8, 1.2 Classification 
notations 1.2.3 

Pt 3, Ch 10, Sec 16 Long-term 
nearshore positional mooring 
system of the Rules and 
Regulations for the Classification 
of Offshore Units, July 2019 


2.3 Class notations (hull) 


2.3.24 RIGGING. The RIGGING notation will be assigned where a new vessel is fitted with a rig used for propulsion by wind 
force which is in accordance with the Rules. See Pt 3, Ch 9, 10 Wind propulsion systems. 


2.3.25 RIGGING*. Upon request, the RIGGING* notation will be assigned where an existing vessel is fitted with a rig used for 
propulsion by wind force which is in accordance with the Rules. See Pt 3, Ch 9, 10 Wind propulsion systems. 


2.4 Class notations (machinery) 


(Part only shown) 
Table 2.2.4 Machinery Class Notations 


Machinery notations 


containers (CRC)) 


PM 
Positional Mooring System 


PMC 

Positional Mooring System for 
mooring in Close proximity to 
other vessels or installations 


LTMOOR 

Long-term Terminal Mooring 
System for nearshore 
mooring 


See Pt 1, Ch 2, 2.4 Class notations (machinery), Pt 1, Ch 2, 2.5 Class notations (machinery special features), Pt 1, Ch 2, 2.6 
Class notations (refrigerated cargo installations (RMC), controlled atmosphere (CA) systems and carriage of refrigerated 


2.5 Class notations (machinery special features) 


(Part only shown) 

2.5.2 The following class notations are associated with positional mooring systems, or thruster-assisted positional mooring 

systems, and may be assigned as considered appropriate by the Classification Committee: 

PM Assigned when a positional mooring system is fitted. This notation can be supplemented by a Thrust-Assisted notation (T1) 
[or (T2) or (T3)]. 

PMC Assigned when a positional mooring system for mooring in close proximity to other vessels or installations is fitted. This 
notation can be supplemented by a Thrust-Assisted notation (T1) [or (T2) or (T3)]. 

LTMOOR Assigned when a positional mooring system is fitted to a nearshore, inshore or at-shore terminal which complies with 

the requirements of Pt 3, Ch 10, 16 Long-term nearshore positional mooring of the Rules and Regulations for the Classification of 

Offshore Units, July 2020. 

Note 

This notation is not intended to apply to vessels where station-keeping capabilities may be suspended for short periods during 

adverse weather conditions, unless they are planned to do so, and a subsequent loss of position allowed. 


2.8 Descriptive notes 


(Part only shown) 
2.8.2 | ShipRight(). Where one or more of LR’s ShipRight procedures for the following have been satisfactorily applied, then a 
descriptive note showing the associated characters of the procedure(s) within brackets will, at the Owner’s request, be entered in 
column 6 of the Register Book, preceded by the word ShipRight, e.g. ShipRight(IHM, SERS). The requirements pertaining to 
these descriptive notes and the ShipRight procedures are given in Pt 3, Ch 16 ShipRight Procedures for the Design, Construction 
and Lifetime Care of Ships and Pt 5, Ch 21 Requirements for Condition Monitoring and Condition-Based Maintenance Systems, or 
directly within the relevant ShipRight Procedure document. 

VECS-L This ShipRight descriptive note (Vapour Emission Control System — Lightering) will be assigned to a ship that has a 

vapour emission control system that complies with the requirements for the VECS Descriptive Note and which has 
also been designed and constructed to meet the requirements for vapour balancing in accordance with USCG 46, 
CFR 39.40 for service vessels. If a ship has been assigned the ECO notation then it will not be eligible for the VECS- 
L Descriptive Note. Instead, VECS for lightering will be referenced in the ECO notation, i.e. ECO(VECS-L). 

HCD1() This ShipRight descriptive note (Human-Centred Design Level 1) will be assigned when the development and operation 
of specified ship system(s) has been carried out in accordance with the process for ‘Level 1 — Reactive’ detailed in the 
ShipRight procedure for Human-centred Design. The names of the systems which meet the requirements will be listed as 
a suffix to the character, e.g. HCD1(mooring area, ECDIS). 


m Section 5 
Type Approval and Type Testing 


5.3 Mutual Recognition of Type Approval certificates 


5.3.1 In accordance with Article 10.1 of Regulation (EC) No. 391/2009 pertaining to Mutual Recognition of 
Class certificates, LR is obliged to mutually recognise MR Type Approval certificates for products as defined in 
the European Union Recognised Organisation Mutual Recognition Group product list which are MR type 
approved by other Recognised Organisations (ROs). 


5.3.2 The current list of such items and the conditions for mutual recognition are described at 
www.euromr.org. 


Part 1, Chapter 3 
Periodical Survey Regulations 


E Section 2 
Annual Surveys - Hull and machinery requirements 


2.2 Annual Surveys 


2.2.6 If a rig is fitted that is used for propulsion by wind force, then a general examination of the mast(s), standing rigging, 
sail/wind propulsion system and associated structure and equipment is to be carried out. The examination may be undertaken 
by a Surveyor and/or by a firm approved by LR. 


Existing paragraphs 2.2.6 to 2.2.48 are to be renumbered 2.2.7 to 2.2.49. 


2.2.48 Where aSOx emissions abatement plant for combustion machinery (£GGS} is installed, the plant serubberunit, supporting 
structure and associated systems are to be generally examined. This is to include the examination and testing of alarms, controls 
and safeguards and where fitted: 

e isolation, by-pass, back pressure, and backflow and carryover prevention arrangements; 

e gas detection and alarm system(s); 

e ventilation arrangements of the space in which the emissions abatement plant EGGS is fitted; and 

e personal protective equipment. 


At the time_ofthe Annual Survey, the operational Operational and maintenance records are to be made available to the attending 


Surveyor to verify the satisfactory operation of the emissions abatement plant EGGS and associated safety devices/systems. 


E Section 5 
Special Survey - General — Hull requirements 


5.2 Preparation 
(Part only shown) 
Table 3.5.1 Survey preparation 
Special Survey | Special Survey Il Special Survey III 
(Ships 5 years old) (Ships 10 years old) (Ships 15 years old) 


(8) The masts and the sail/wind 
propulsion system are to be 
unshipped for survey. The whole of 
the standing rigging, including 
rigging screws, bolts, pins and 
fittings, is to be fully or partly 
disassembled as considered 
necessary by the Surveyor. 


Note 

This requirement may be waived at 
alternate Special Surveys or when 
the construction does not allow 
disassembly, provided that the 
masts and rigging are thoroughly 
examined in situ. 


Note. 
‘unshipped’ means removed from its fixed or regular position and laid down, providing access for Close-up Survey. 


‘disassembled’ means to dismantle and lay out all lines, tackles and other removable parts to the extent necessary to 
establish the condition of the rigging components. 


5.3 Examination and testing 


5.3.13 Rigs used for propulsion using wind force, associated structure and equipment, where fitted, are to be examined, see 
Table 3.5.1 Survey preparation. The examination may be undertaken by a Surveyor and/or by a firm approved by LR. 


Existing paragraphs 5.3.13 to 5.3.25 are to be renumbered 5.3.14 to 5.3.26. 
5 Section 25 
Classification of rigs not built under survey 
25.1 General 


25.1.1 When classification is desired for a rig not built under the supervision of LR’s Surveyors, application should be made 
to the Committee in writing. 


25.1.2 When the RIGGING* notation is assigned, Periodical Surveys are to be carried out at the time of application and 
thereafter. 


25.1.3. Where classification is desired for a rig which is classed by another recognised Society, special consideration may be 
given to the scope of the survey. 
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